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CLICK® WIRING ACCESSORIES

IP66 Weatherproof Sockets

IP66 Weatherproof Switched Sockets

OA035AG 13A 1 Gang DP IP66 Weatherproof Switched Socket Unit
®

OA036AG 13A 2 Gang DP IP66 Weatherproof Switched Socket Unit
®

IP66 Weatherproof Socket Enclosures

OA501AG 1 Gang IP66 Weatherproof Unfurnished Unit
OA502AG 2 Gang IP66 Weatherproof Unfurnished Unit

Standards: Knock-outs: Cable Size: 4 x 2.5mm², 2 x 4mm² 
Dimensions: 1 Gang: From Front:  
From Rear: 130mm (Height) x 105mm (Width). 2 Gang: From Front:  
From Rear: 130mm (Height) x 165mm (Width)  Back Box Depth: 35mm

OA035AG / OA501AG OA036AG / OA502AG
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™ Plates | Mounting Boxes & 

The products illustrated in this section  
of the catalogue are finished plates and  

unfurnished mounting plates. 

For comprehensive information on the full  
range of modules available please refer to our 

Minigrid™ product brochure.

A comprehensive selection of Metal Clad 

this attractive range of products.

 

solutions according to on-site needs.

and mounting boxes are available for use 

Minigrid™ TM modules.

Fitted with a Mode® Part M 

Switched Socket


