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Understanding the code: 
VP - Plate Style   BN - Plate Finish  011 - Product No.  BK - Insert Colour   Please note: AB & BN are only available with black inserts.  
AB Antique Brass,  BR Polished Brass,  SB Satin Brass,  CH Polished Chrome,  SC Satin Chrome,   
BN Black Nickel,  SS Stainless Steel,  PN Pearl Nickel, GCBR Georgian Style.  
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VP - Plate Style   BN - Plate Finish  011 - Product No.  BK - Insert Colour   Please note: AB & BN are only available with black inserts.  
AB Antique Brass,  BR Polished Brass,  SB Satin Brass,  CH Polished Chrome,  SC Satin Chrome,   
BN Black Nickel,  SS Stainless Steel,  PN Pearl Nickel, GCBR Georgian Style.  

13A Fused Connection Units13A Fused Connection Units

Ingot Fused Connection Units With Optional 
Flex Outlet
550 13A Ingot Fused Connection Unit
551 13A Ingot DP Switched Fused Connection Unit
552 13A Ingot DP Switched Fused Connection Unit 

With Neon
553 13A Ingot Fused Connection Unit With Neon

Fused Connection Units With Optional 
Flex Outlet
050 13A Fused Connection Unit
051 13A DP Switched Fused Connection Unit
052 13A DP Switched Fused Connection Unit 

With Neon
053 13A Fused Connection Unit With Neon
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Standards: BS 1363 and BS 1362 (fuse) 
Back Box Depth: 25mm Minimum  Cable Size: 3 x 2.5mm² or 2 x 4mm²
Dimensions: 1 Gang: (88mm x 88mm x 8mm)
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Standards: BS 1363 and BS 1362 (fuse)
Back Box Depth: 25mm Minimum  Cable Size: 3 x 2.5mm² or 2 x 4mm²
Dimensions: 1 Gang: (88mm x 88mm x 8mm)

Fused Connection Units Without Flex Outlet

650 13A Fused Connection Unit
651 13A DP Switched Fused Connection Unit
652 13A DP Switched Fused Connection Unit 

With Neon
653 13A Fused Connection Unit With Neon

Ingot Fused Connection Units Without Flex Outlet

750 13A Ingot Fused Connection Unit
751 13A Ingot DP Switched Fused Connection Unit
752 13A Ingot DP Switched Fused Connection Unit 

With Neon
753 13A Ingot Fused Connection Unit With Neon


