
Perfect for…..
Comfort, precision and safety 
when working on live connections

GripX2 – VDE Insulated Screwdrivers

The contents in our 7 Piece 
set have been specifi cally 

chosen to include the most 
popular sizes of Screwdriver, 
including Plus/Minus 1 & 2 

Screwdrivers which are ideal 
when working on terminal 

screws

DID
YOU

KNOW?
TECH
TIP!

Keep the Screwdriver 
handle clean. 

A greasy handle 
could cause injury 
from unexpected 

slippage
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GripX² Part Numbers & Technical Information
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Our range of Twister impact rated 
screwdriver bit and socket sets 

Great for using in an impact 
driver for general driving work 
See page 117

Have you tried?

Ergonomically designed  
comfort-grip handle designed for:
• Fatigue-free daily use
• Non-Slip
• Maximum Comfort

Precision machined Chrome 
Vanadium Molybdenum steel blade:
• Provides extreme screw grip by 

preventing the blade from ‘camming’ 
(slipping) out of the screw, avoiding 
damage to the blade profi le

• Provides a positive location in the 
screw head for increased durability.
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GripX² Screwdrivers are ideal for:

• Live connections

• Tightening / loosening terminal screws

• Removal / Replacement of covers & casings etc

• First-fi x

• Switch plate fi tting / removal

GripX² Insulated Screwdrivers

Description Contents Part Number

 SL - 2.5, 4, 5.5 
7 Piece 1000V GripX² Screwdriver Set PZ - 1, 2 SDRSET7A
 Plus/Minus (PZ/SL) - 1, 2

Plus/Minus 1 - PZ/SL x 80 1000V   SDRPM1
Insulated VDE Screwdriver

Plus/Minus 2 - PZ/SL x 100 1000V   SDRPM2
Insulated VDE Screwdriver

PZ1 x 80 1000V Insulated VDE Screwdriver   SDRPZ1

PZ2 x 100 1000V Insulated VDE Screwdriver   SDRPZ2

SL2.5 x 75 1000V Insulated VDE Screwdriver  SDRSL2.5

SL3.5 x 100 1000V Insulated VDE Screwdriver   SDRSL3.5

SL4.0 x 100 1000V Insulated VDE Screwdriver   SDRSL4.0

SL5.5 x 100 1000V Insulated VDE Screwdriver   SDRSL5.5

Entirely hardened high quality 
alloy steel shaft 
• Gives the product extended life and 

durability whilst providing an effi cient 
torque transfer
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Safety Guaranteed
1000V Rated
VDE/Gs Approved
IEC 60900

PART OF THE

RANGE




