
CODE DESCRIPTION LAMP DIMENSIONS CUT OUT

52212 Pillar round marine grade IP65 GU10 (required) Proj: 5mm  H: 150mm  Dia: 108mm Dia: 102mm

52211 Pillar square marine grade IP65 GU10 (required) Proj: 5mm  H: 150mm  Sq: 108mm Dia: 102mm

PILLAR MARINE GRADE

• Constructed from marine grade stainless steel (316L) & glass
• Min void: 150mm

IP65 IK08  

The pillar is a walk over ground recessed fitting available in a choice of stainless steel or marine grade stainless steel finish, 

plus a choice of round or square design. All fittings within this range are suitable for use with energy compatible lamps. Comes 

pre- wired with a 1m flex cable.
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The pillar is a walk over ground recessed fitting available in a choice of stainless steel or marine grade stainless steel finish, 

plus a choice of round or square design. All fittings within this range are suitable for use with energy compatible lamps. Comes 

pre- wired with a 1m flex cable.

PILLAR

• Constructed from stainless steel (304) & glass
• Min void: 150mm

IP65 IK08  

CODE DESCRIPTION LAMP DIMENSIONS CUT OUT

GH98042V Pillar round IP65 GU10 (required) Proj: 5mm  H: 150mm  Dia: 105mm Dia: 102mm

GH88042V Pillar square IP65 GU10 (required) Proj: 5mm  H: 150mm  Sq: 105mm Dia: 102mm

IP65
RATED

LED
COMPATIBLE

PRE-CABLE

1M

EXTERIOR RECESSED  263262  EXTERIOR RECESSED


