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Image Sensor 1/3” Colour CCD

Min. Illumination 0.1 LUX

Illumination 6 LEDs

Lens 3.6mm

Viewing Angle 70°

Power 24VDC

Operating Temp. -20°C ~ + 40°C

Dimensions 85mm(W)x 165mm(H)x 53mm(D)

Weight 390g

Waterproof IP55 outdoor station

High resolution colour Camera

Simple 2 core cable installation

Single Way system component

24VDC/800mA power output

Dimensions 90mm(W)x60mm(H)x105mm(L)

Only 1 power supply per system required

APDSSW

APPOWSWDR

Singleway Video Door Stat ion

Combined Power & Bus Separator  Unit 
for  S ingleway System

Bracket

Frame Dimensions 126 (W) x 244 (H)

Mount box Dimensions 101 (W) x 210 (H) x 25 (D)

Weight 230g

Waterproof IP55 metal outdoor station

High resolution colour Camera

Built in keypad for door code unlocking

Simple 2 core cable installation

Flush mount kit for APDSMW, APDSSWKP and 
APDSPXMW

APDSSWKP

APDSKPFMS

Singleway Video Door Station with Keypad

Flush Mount Kit

Image Sensor 1/3” Colour CCD

Min. Illumination 0.1 LUX

Illumination 6 LEDs

Lens 3.6mm

Viewing Angle 70°

Power 24VDC

Operating Temp. -20°C ~ + 40°C

Dimensions 87mm(W)x 200mm(H)x 53mm(D)

Weight 640g
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